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marvin round tops Marvin round tops
made for integrity®

Eyebrow above Springline

1-9
 1/

8
 (5

36
)

1-9
 3

/8
 (5

42
)

1-
8

 7/
8

 (5
29

)

Mas. Opg. (mm) 2-6 (762)
Rgh. Opg. (mm) 2-6 1/2 (775)
Frame Size (mm) 2-5 1/2 (749)

IRTM3021 DH

SP
LN

 16
IT

D
H

1-7
 11

/1
6 

(5
0

0
)

1-7
 15

/1
6 

(5
0

6)
1-7

 7/
16

 (4
94

)

Mas. Opg. (mm) 2-2 (660)
Rgh. Opg. (mm) 2-2 1/2 (673)
Frame Size (mm) 2-1 1/2 (648)

SP
LN

 16
IT

D
H

IRTM2619 DH

1-9
 1/

8
 (5

36
)

1-9
 3

/8
 (5

42
)

1-
8

 7/
8

 (5
29

)

Mas. Opg. (mm) 2-10 (864)
Rgh. Opg. (mm) 2-10 1/2 (876)
Frame Size (mm) 2-9 1/2 (851)

SP
LN

 16
IT

D
H

IRTM3421 DH

1-9
 13

/1
6 

(5
54

)
1-1

0
 1/

16
 (5

60
)

1-9
 9

/1
6 

(5
48

)

Mas. Opg. (mm) 3-0 (914)
Rgh. Opg. (mm) 3-0 1/2 (927)
Frame Size (mm) 2-11 1/2 (902)

SP
LN

 16
IT

D
H

IRTM3622 DH

2-
1 3

/8
 (6

45
)

2-
1 5

/8
 (6

51
)

2-
1 1

/8
 (6

38
)

Mas. Opg. (mm) 5-11 1/2 (1816)
Rgh. Opg. (mm) 6-0 (1829)
Frame Size (mm) 5-11 (1803)

IRTM7225 DH/DR

SP
LN

 16
IT

D
H

2-
0

 1/
4 

(6
16

)
2-

0
 1/

2 
(6

22
)

2-
0

 (6
10

)

Mas. Opg. (mm) 5-7 1/2 (1715)
Rgh. Opg. (mm) 5-8 (1727)
Frame Size (mm) 5-7 (1702)

SP
LN

 16
IT

D
H

IRTM6824 DH

2-
2 

1/
2 

(6
74

)
2-

2 
3/

4 
(6

8
0

)
2-

2 
1/

4 
(6

68
)

Mas. Opg. (mm) 6-3 1/2 (1918)
Rgh. Opg. (mm) 6-4 (1930)
Frame Size (mm) 6-3 (1905)

SP
LN

 16
IT

D
H

IRTM7626 DH

2-
5 

1/
8

 (7
41

)
2-

5 
3/

8
 (7

47
)

2-
4 

7/
8

 (7
34

)

Mas. Opg. (mm) 6-11 1/2 (2121)
Rgh. Opg. (mm) 7-0 (2134)
Frame Size (mm) 6-11 (2108)

SP
LN

 16
IT

D
H

IRTM8429 DH

6-
1 1

/8
 (1

8
58

)
6-

1 3
/8

 (1
8

65
)

6-
0

 7/
8

 (1
8

52
)

Mas. Opg. (mm) 6-11 1/2 (2121)
Rgh. Opg. (mm) 7-0 (2134)
Frame Size (mm) 6-11 (2108)

IRTM8473T DH

SP
LN

 6
0

IT
D

H

5-
6 

3/
8

 (1
68

7)
5-

6 
5/

8
 (1

69
3)

5-
6 

1/
8

 (1
68

0
)

5-
8

 1/
4 

(1
73

4)
5-

8
 1/

2 
(1

74
1)

5-
8

 (1
72

8
)

5-
8

 3
/4

 (1
74

7)
5-

9 
(1

75
3)

5-
8

 1/
2 

(1
74

1)

5-
10

 1/
2 

(1
79

1)
5-

10
 3

/4
 (1

79
8

)
5-

10
 1/

4 
(1

78
5)

Mas. Opg. (mm) 4-3 1/2 (1308)
Rgh. Opg. (mm) 4-4 (1321)
Frame Size (mm) 4-3 (1295)

Mas. Opg. (mm) 5-7 1/2 (1715)
Rgh. Opg. (mm) 5-8 (1727)
Frame Size (mm) 5-7 (1702)

Mas. Opg. (mm) 4-11 1/2 (1511)
Rgh. Opg. (mm) 5-0 (1524)
Frame Size (mm) 4-11 (1499)

Mas. Opg. (mm) 6-3 1/2 (1918)
Rgh. Opg. (mm) 6-4 (1930)
Frame Size (mm) 6-3 (1905)

IRTM5266 DH IRTM6868 DHIRTM6069 DH/DR IRTM7670T DH

SP
LN

 6
0

IT
D

H

SP
LN

 6
0

IT
D

H

SP
LN

 6
0

IT
D

H

SP
LN

 6
0

IT
D

H

5-
9 

1/
2 

(1
76

5)
5-

9 
3/

4 
(1

77
2)

5-
9 

1/
4 

(1
75

9)

4-
10

 7/
8

 (1
49

5)
4-

11
 1/

8
 (1

50
2)

4-
10

 5
/8

 (1
48

9)

Mas. Opg. (mm) 5-7 1/2 (1715)
Rgh. Opg. (mm) 5-8 (1727)
Frame Size (mm) 5-7 (1702)

IRTM6869 DH IRTM7259 DH/DR

SP
LN

 3
6D

H

Double Hung Round Tops
True Half above Springline

Mas. Opg. (mm) 5-11 1/2 (1816)
Rgh. Opg. (mm) 6-0 (1829)
Frame Size (mm) 5-11 (1803)

T = Standard Tempered

Not to scale. Optional Round Top SDL/Grilles and 
SDL with Spacer Bar are available in standard cut 
shown above. Optional Casement and Double 
Hung Grilles, GBGs and SDLs are available in 
several lite variations, standard Rectangular cut 
shown.
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marvin round tops

Eyebrow above Springline Multiple Assemblies
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Double Hung Round Tops

Double Hung/Door Round Top 
Head Jamb & Sill

Construction Detail

Horizontal Mullion Detail

Double Hung Round Top 
Over Double Hung 

Multiple Assemblies

Units may be factory mulled up to 3 units wide by 2 units high. Field mull 
kits are available. Structural mullion reinforcement is required for some 
assemblies. Please consult your local Integrity representative for more 
information. 

Maximum Rough Opening: 113 1/2" (2883 mm) wide X 91 1/16" (2313 mm) 
high or 85" (2159 mm) wide X 107 9/16" (2732 mm) high. Quarter Circle 
shapes require a Casement with a continuous head jamb.

T = Standard Tempered

Contact your sales representative for multiple assembly lite alignment. 
Certain assemblies do not allow for exact lite alignment.

Not to scale. Optional Round Top SDL/Grilles and SDL with Spacer Bar  
are available in standard cut shown above. Optional Casement and Double 
Hung Grilles, GBGs and SDLs are available in several lite variations, 
standard Rectangular cut shown.
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marvin round tops Marvin round tops
made for integrity®

Half Round above Springline
Door Round Tops

thermal performance

Thermal and solar values are subject to update. Values are generated in 
accordance with NFRC 100-2004 and other applicable NFRC procedures.

Marvin Casement Round Tops for Integrity®

ENERGY DATA	U -Value	R -Value	SHGC	VT	ENERG   Y STAR

Insulating Glass/Low E II - Air		  0.33	 3.03	 0.37	 0.64	 N, NC, SC, S

Insulating Glass/Low E II - Argon		 0.29	 3.45	 0.37	 0.64	 N, NC, SC, S

Insulating Glass/Low E II - Air - GBG	 0.33	 3.03	 0.34	 0.57	 N, NC, SC, S

Insulating Glass/Low E II - Argon - GBG	 0.29	 3.45	 0.33	 0.57	 N, NC, SC, S

Insulating Glass/Low E II - Air - SDL	 0.33	 3.03	 0.34	 0.57	 N, NC, SC, S

Insulating Glass/Low E II - Argon - SDL	 0.29	 3.45	 0.33	 0.57	 N, NC, SC, S

Marvin Double Hung Round Tops for Integrity®

ENERGY DATA	U -Value	R -Value	SHGC	VT	ENERG   Y STAR

Insulating Glass/Low E II - Air		  0.33	 3.03	 0.36	 0.61	 N, NC, SC, S

Insulating Glass/Low E II - Argon		 0.29	 3.45	 0.36	 0.61	 N, NC, SC, S

Insulating Glass/Low E II - Air - GBG	 0.32	 3.16	 0.32	 0.55	 N, NC, SC, S

Insulating Glass/Low E II - Argon - GBG	 0.32	 3.16	 0.32	 0.55	 N, NC, SC, S

Insulating Glass/Low E II - Air - SDL	 0.32	 3.16	 0.32	 0.55	 N, NC, SC, S

Insulating Glass/Low E II - Argon - SDL	 0.29	 3.45	 0.32	 0.55	 N, NC, SC, S

design pressure

Round Top Windows	 DP50

warranty
Refer to the Marvin product warranty for complete warranty  
information on Marvin Round Tops made for Integrity.
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T = Standard Tempered

Contact your sales representative for multiple assembly lite alignment. Certain 
assemblies do not allow for exact lite alignment.

Not to scale. Optional Round Top SDL/Grilles and SDL with Spacer Bar are  
available in standard cut shown above. Optional Casement and Double Hung Grilles, 
GBGs and SDLs are available in several lite variations, standard Rectangular cut 
shown.

Note: IRTM7225, IRTM7233, and IRTM7269 can be mulled above a CN 36 
width 2W Integrity Double Hung. Grilles and/or GBGs may not line up in multiple 
assemblies. For more information, please contact your Integrity representative. 

IRTM7259 can be mulled above a CN 36 width 2W Integrity Double Hung. Grilles 
may not line up in multiple assemblies. For more information, please contact your 
Integrity representative.
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Lite Patterns


